


Parts

Detaching the Lens

Attaching the Lens

Removable hood

Focusing scale
Aperture ring

Manual focus ring

Lens mount
Index mark

 

Notes

• Remove the rear lens cap and the camera body cap.

• Align the white index mark on the lens barrel with the red index mark 
on the lens mount of the camera.

• Do not press the lens release button on the camera when mounting 
the lens.

• Insert the lens into the camera mount and rotate it clockwise until it 
“clicks” and locks in place. Do not insert the lens at an angle.

• Remove the front lens cap when you are ready to shoot.

• Attach the front lens cap.

• While holding down the lens release button on the camera body, 
rotate the lens counterclockwise until it stops and separate the lens 
from the body.

• Attach the rear lens cap.

ContactsProduct Speci�cations

 RF85-C
F1.4 ~ 22

Optical construction

Minimum focusing distance

9 elements in 7 groups
(Including one Hybrid Aspherical)
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- The minimum focus is the distance from the image sensor to the object.

Angle of view 28.3˚Full frame
Canon RFMount

3.6ft (1.1m)

0.09X

Filter Size 72mm

Weather sealed Yes
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 3.1 x 3.9” (78 x 98.7mm)
1.6 lb (730g)

Aperture range

Maximum magnification 

Number of aperture blades
Maximum diameter x length

The product specifications and design are subject to change without notice.
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